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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard (First Revision) which is identical with ISO 8936 : 2003 'Caravan awnings — Safety 
requirements' issued by the International Organization for Standardization (ISO) was adopted by the Bureau 
of Indian Standards on the recommendation of the Made-up Textiles Including Ready-made Garments Sectional 
Committee and approval of the Textiles Division Council. 

This standard was first published in 2002 and was based on ISO 8936 : 1988 'Caravan awnings — Safety 
requirements'. The first revision of this standard has been taken up to align it with ISO 8936 : 2003 by 
adoption under dual numbering system. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention is 
particularly drawn to the following: 

a) Wherever the words 'International Standard' appear referring to this standard, they should be read as 
'Indian Standard'. 

b) Comma (,) has been used as a decimal marker in the International Standard while in Indian Standards, 
the current practice is to use a point (.) as the decimal marker. 

In this adopted standard, reference appears to the following International Standard for which Indian Standard 
also exists. The corresponding Indian Standard which is to be substituted in its place is listed below along 
with its degree of equivalence for the edition indicated: 

International Standard Corresponding Indian Standard Degree of Equivalence 

ISO 7152 : 1997 Camping tents and IS 12991 : 2005 Textiles — Camping Identical 

caravan awnings — Vocabulary and tents and caravan awnings — 
list of equivalent terms Vocabulary and list of equivalent terms 

This standard makes reference to ISO 7418 : 1989 'Leisure accommodation vehicles — Vocabulary' for 
which there is no Indian Standard. The relevant extracts of the same is reproduced in the National Annex A 
to this standard. 

In reporting the results of a test or analysis made in accordance with this standard, if the final value, 
observed or calculated, is to be rounded off, it shall be done in accordance with IS 2 : 1960 'Rules for 
rounding off numerical values (revised)'. 
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Indian Standard 

TEXTILES — CARAVAN AWNINGS — SAFETY 
REQUIREMENTS — SPECIFICATION 

( First Revision ) 



1 Scope 

This International Standard specifies the technical requirements of safety for awnings for rigid caravans, folding 
caravans, trailer tents and motor caravans as defined in ISO 7418. 

NOTE For functional requirements, see ISO 8937. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated references, 
only the edition cited applies. For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

ISO 7418:1989, Leisure accommodation vehicles— Vocabulary 

ISO 71 52: 1 997, Camping tents and caravan awnings — Vocabulary and list of equivalent terms 

3 Types of caravan awning 

See Figures 1, 2 and 3 for examples of caravan awnings. 

NOTE These figures are repeated for convenience from ISO 7152:1997 (where they are numbered A.57, A.64 and A.65 

respectively). 




Figure 1 — Caravan awning 
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Figure 2 — Porch 




Figure 3 — Universal awning 



4 Safety requirements 

4.1 Awning frame and pegs 

Any parts of the frame which are accessible during use and all pegs shall be free of sharp edges. 

Either it shall be possible to place all pole spil^es of the frame tubes approximately vertically or they shall be fitted 
with appropriate protection. 

4.2 Zip fasteners 

At least one of the pullers of the zip fasteners at each entrance shall be near the ground in the closed position. In 
addition they shall be capable of being operated from inside and outside. 

4.3 Safety ventilation 

Ventilation shall always be provided in the awning to avoid the build-up of toxic gases. 

4.4 Advice to occupiers 

A permanent notice giving simple fire prevention advice shall be attached inside the awning in a position where it 
can be easily seen. 
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The wording and layout of the notice shall be as follows: 
a) English 



Fire precautions 

Camp safety. Follow these common-sense rules: 

• Do not place hot appliances near the walls, roof or curtains 

• Always observe the safety Instructions for these appliances 

• Never allow children to play near hot appliances 

• Keep exits clear 

• Make sure you know the fire precaution arrangements on the site 



b) French 



Precautions a prendre contre le feu 

Pourfaire du camping en toute securlte, sulvre ces regies pleines de bon sens: 

• Ne pas placer d'appareils chauds a proximite des parols, du toit ou des rideaux 

• Bien respecter les consignes de securite de ces appareils 

• Ne jamais permettre aux enfants de jouer aux alentours des appareils chauds 

• Degager les entrees 

• Se renseigner sur les dispositifs et mesures prevus sur le terrain en cas d'Incendie 



The minimum size of the notice shall be 15 cm x 20 cm. 

NOTE This size is provided for a maximum of five languages. 

The letters for the heading "Fire precautions" shall be at least 6 mm and the letters of the remainder of the text at 
least 3 mm high. 

The heading shall be In red letters and the remainder of the text shall be black on a white background. 

4.5 Means of escape 

Awnings having a base area of more than 5 m^ shall have one exit and a further means of escape. 

5 Safety instructions 

Each awning shall be accompanied by instructions drawing attention to possible leakage of gas appliances. 

These instructions shall indicate that, if this leakage takes place in the caravan, motor caravan or awning, the gas 
shall be able to escape from it in accordance with 4.3. 

These instructions shall also contain the text included in 4.4 and the requirement that escape from the caravan or 
motor caravan shall always be possible. 
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NATIONAL ANNEX A 

{National Foreword) 

VOCABULARY RELATEDTO CARAVAN AWNINGS 



A-1 TERMS AND DEFINITIONS 

A-1.1 Products 

A-1 .1 .1 Leisure Accommodation Vehicle — Unit of living accommodation for temporary or seasonal occupation 
that may meet requirements for construction and use of road vehicles. 

A-1 .1 .2 Caravan — Trailer leisure accommodation vehicle that meets requirements for construction and use 
of road vehicles. 

A-1. 1.3 Rigid Caravan — Caravan of right construction, the structural dimensions of which cannot be 
reduced. 

A-1 .1 .4 Folding Caravan — Caravan of rigid or other construction, the structural dimensions of which can 
be reduced. 

A-1 .1 .5 Rigid Folding Caravan — Folding caravan of rigid construction. 

A-1 .1 .6 Extendible Folding Caravan — Folding caravan, the extendible part of the sides of which is made 
of pliable material. 

A-1 .1 .7 Trailer Tent — Folding caravan of which the whole outer covering is pliable. 

A-1. 1.8 Motor Caravan — Self-propelled leisure accommodation vehicle that meets requirements for 
construction and use of road vehicles. 

NOTE — A motor caravan is either adapted from a series-production vehicle, or designed and built on an existing 
chassis, with or without the driving cab, the accommodation section being either fixed or demountable. 

A-1 .1 .9 Leisure Home — Transportable leisure accommodation vehicle that does not meet requirements for 
construction and use of road vehicles. 

A-1. 1.10 Mobile Home — Leisure home that retains means for mobility. 

A-2 FIXTURES AND FITTINGS 

A-2.1 Fixture — Parts fixed, excluding installations, in or on a leisure accommodation vehicle. 

A-2.2 Fitting — Individual part of a fixture. 

A-2.3 Jockey Wheel — Fixture that assists coupling and uncoupling of a caravan and provides additional 
support when manhandling. 

A-2.4 Grab Handle — Fixture to assist in manhandling a caravan when uncoupled. 

A-2.5 Corner Steady — Fixture that stabilizes and levels a caravan when stationary. 

A-2.6 Awning — Tent attached to a leisure accommodation vehicle to extend its living area. 

A-2.7 Awning Channel — Section attached to a caravan for mounting and retaining an awning. 
4 



13 15272:2009 
180 8936:2003 



A-2.8 Step — Fixture built into a leisure accommodation vehicle to facilitate access. 



A-2.9 Door — Moving fixture that closes an opening intended primarily for access, with hinged, pivoted or 
sliding operation. 

A-2.10 Entrance Door — Door that provides access to a leisure accommodation vehicle. 

A-2.1 1 Stable Door — Door with upper and lower side-hung door leaves that move independently. 

A-2.12 Roof light — Fixture, made of translucent material, in a roof, that provides natural light and may 
admit fresh air. 

NOTE — It can provide a fixed free area of ventilation when closed. 

A-2.1 3 Window — Fixture that closes a vertical or near-vertical opening in a wall that admits light and may 
admit fresh air. 

A-2.1 4 Top-Hung Window — Window hinged horizontally along its top edge. 

A-2.1 5 Top-Hung Panel — Solid portion of the structure hinged horizontally along its top edge to provide 
an opening. 

A-2.1 6 Door Handle — Device, usually in the form of a lever or knob, that operates a lock or latch. 

A-2.1 7 Locking Device — Manually-operated mechanism with positive engagement that retains a door, 
window or panel closed within its frame. 

A-2.1 8 Work Surface — Horizontal surface for food preparation on which cooking utensils can be placed. 

A-2.1 9 Roof Locker — Cupboard in the upper part of a living compartment. 

A-2.20 Bed — Item of furnishing that provides a berth and that can be fixed, foldaway or removable. 

A-2.21 Bunk— Bed, usually at high level. 

A-3 SAFETY 

A-3.1 Separate Living Compartment — Living compartment that is isolated other than by a loose curtain. 

A-3.2 Ventilation — Measures that ensure the provision of fresh air for the benefit of occupants, the 
provision of air for combustion in appliances, and the removal of stale air, products of combustion and 
unwanted gases. 

A-3.3 Free Area of Ventilation — Total area of the apertures in a ventilator or grille. 

A-3.4 Ventilator — Device that allows the passage of air for the ventilation of a compartment. 

A-3.5 Air Intake — Ventilator installed in an external wall or floor that provides combustion air to an open- 
flued appliance. 

A-3.6 Air Extractor — Ventilator installed at high level, for the removal of stale air and products of combustion 
from a flueless appliance. 

A-3.7 Means of Evacuation — Measures provided to facilitate escape by occupants in an emergency. 

A-3.8 Obstacle — Rigid, foldable or extendible fixture fitted by a manufacturer that obstructs an emergency 

exit. 

5 
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A-3.9 Emergency Exit — Way out that has minimum specified dimensional and functional characteristics. 

A-3.1 Emergency Door — Door used as an emergency exit. 

A-3.11 Emergency Window — Window used as an emergency exit. 

A-3.12 Emergency Panel — Openable portion of the structure used as an emergency exit. 

A-3.1 3 Hazard Zone — Space in the vicinity of a heat-producing appliance. 

A-3.14 Protection — Measures to prevent injury to occupants within a hazard zone. 

A-3.15 Safe Temperature — Maximum permitted temperature of a fixture, installation, appliance or item of 
equipment within a hazard zone. 

A-3.1 6 Temperature of Accessible Parts — Maximum permitted temperature of any part of an appliance 
that is directly accessible. 

A-3.1 7 Combustible Material — Material that can catch fire directly or by over-heating. 

A-4 MISCELLANEOUS 

A-4.1 Caravan Pitch — Plot of ground upon which a single leisure accommodation vehicle stands. 

A-4.2 Caravan Park — Area of land that contains two or more caravan pitches. 

A-4.3 Warning Notice — Recommendations, in printed form, usually relating to occupant safety. 

A-4.4 Directions for Use — Printed instructions that deal with, for example, the operation, maintenance 
and repair of an appliance. 

A-4.5 Users' Handbook — Document that provides information to the user of a leisure accommodation 
vehicle on its operation, maintenance, repair etc. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of the these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in the 
course of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are 
also reviewed periodically; a standard alongwith amendments is reaffirmed when such review indicates 
that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments or 
edition by referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly Additions'. 

This Indian Standard has been developed from Doc No.:TXD 20 (894). 
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